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9THERMOSTATIC BATHS

BM

Excellent heat insulation guaranteed by the dou-
ble wall. The tanks are made of 18/8 stainless 
steel sheet, no welds and seals, pressed in one 
piece

Heating is ensured by electrical heating ele-
ments fi xed under the bottom of the tanks, thus 
the tanks are completely free and easy to clean

The control and regulation of the temperature is 
controlled by a thermostat with graduated scale 
in ºC and fl uid-expansion probe

The instrument is fi tted with an adjustable safety 
thermostat
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V/HZ 220/240-50/60 SAFETY CLASS 3.1 PROTECTION CLASS IP 43V/HZ 220/240-50/60 SAFETY CLASS 3.1 PROTECTION CLASS IP 43

Technical data  BM 4  BM 12
Tank capacity  lt  6  13
Temperature ºC  from +30 to +120  +30 to +120
Precision in tank from H2O ºC  ±1,5  ±1,5
Drain + level  no  yes
Heating element capacity   W  1000  1400
Internal dimensions LxWxH   mm  220x150  280x200
External dimensions LxWxH   mm  305x260  390x340
Weight  kg  5,2  8,2
Code 610.1010.04 610.1010.12

Circular test tube rack
in 18/8 stainless steel 

BM4 - 36 holes Ø21
Code 212.9260.03  

BM12 - 60 holes Ø21
Code 212.9260.04

18/8 Stainless steel lid with
concentric rings 

BM4
Code 610.1010.24  

BM12
Code 610.1010.32

ACCESSORIES



Adjustable temperature   °C  from +30 to +120  from +30 to +120  from +30 to +120  from +30 to +120

and expansion of fluid

Flat lid in 18/8 stainless steel with concentric rings (Ømax per hole 85 mm)

Transparent polycarbonate gable lid (resistance 120°C)

WB-M

Technical data  WB-M5  WB-M15  WB-M24  WB-M50
Tank capacity  lt  5  12  18,5  50
Adjustable temperature   °C  from +30 to +120  from +30 to +120  from +30 to +120  from +30 to +120
Precision in tank H2O  °C  ±1.5  ±1.5  ±1.5  ±1.5
Drain tap   no  no  yes  yes
Heating element power    W  700  1400  2100  3000
Internal dimensions LxWxH   mm  100x250x150  255x290x150  240x440x150  440x560x200
External dimensions LxWxH   mm  280x360x240  445x385x240  445x560x240  835x670x320
Weight  kg  5,2  6,2  9  33
Code  610.1005.05  610.1005.15  610.1005.24  610.1005.50

V/HZ 220/240-50/60 SAFETY CLASS 1 PROTECTION CLASS IP : 43

Tanks are made of 18/8 stainless steel sheets 
pressed in one piece and insulated
WB-M 5-15-24: case in Heatproof ABS
WB-M 50: case made of stainless steel sheet 
coated with antiacid epoxy powder

Analog thermostat with probe
and expansion of fl uid

Manual reset safety thermostat
with red alarm light

WATER BATHS
Thermostatic baths for general purposes

THERMOSTATIC BATHS10L

Flat lid in 18/8 stainless steel with concentric rings (Ømax per hole 85 mm)
no. of holes 2 4 6 20
Code 610.1007.35 610.1007.34 610.1007.36 610.1007.37

Transparent polycarbonate gable lid (resistance 120°C)

Code 610.1007.28  610.1007.32  

Gabled lid in 18/8 stainless steel

Code - - - 610.1007.29

610.1007.33 -

18/8 Stainless steel test tube rack with 3 shelves
2 per tank 1 per tank 2 per tank 4 per tank

12 holes Ø21  48 holes Ø21  48 holes Ø21  48 holes Ø21
125x100x150  250x170x150  250x170x150  250x170x150

Code 212.1250.02 212.1250.05 212.1250.05 212.1250.05
20 holes Ø17  60 holes Ø17  60 holes Ø17  60 holes Ø17
125x100x150  250x170x150  250x170x150  250x170x150

Code 212.1250.03 212.1250.06 212.1250.06 212.1250.06

ACCESSORIES
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WB-MD 5

WB-MD 15

WB-MD 24

WB-MD50
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V/HZ 220/240-50/60 SAFETY CLASS 3.1 PROTECTION CLASS IP 42

The tanks are made of 18/8 stainless steel 
she-ets pressed in one piece and insulated
WB-M 5-15-24: case in Heatproof ABS
WB-M 50: case made of stainless steel sheet 
coated  with antiacid epoxy powder
Manual reset safety thermostat
with red alarm light
The temperature is set by a digital 
thermostat with PID controller and PT100 
probe

Adjustable temperature  °C  from +5 amb. to +120  from +5 amb. to +120  from +5 amb. to +120  from +5 amb. to +120

Transparent polycarbonate gable lid (resistance 120°C)

Flat lid in 18/8 stainless steel with concentric rings (Ømax per hole 85 mm)

V/HZ 220/240-50/60 SAFETY CLASS 3.1 PROTECTION CLASS IP 42

Technical data  WB-MD5  WB-MD15  WB-MD24  WB-MD50
Tank capacity  lt  5  12  18,5  50
Adjustable temperature  °C  from +5 amb. to +120  from +5 amb. to +120  from +5 amb. to +120  from +5 amb. to +120
Precision in tank H2O  °C  ±0,5  ±0,5  ±0,5  ±1,0
Drain tap   no  no  yes  yes
Heating element power   W  700  1400  2100  3000
Internal dimensions LxWxH   mm  100x250x150  255x290x150  255x440x150  440x560x200
External dimensions LxWxH   mm  280x360x240  445x385x240  445x560x240  835x670x320
Weight  kg  5,2  6,2  9  33
Code  610.1006.05  610.1006.15  610.1006.24  610.1006.50

Transparent polycarbonate gable lid (resistance 120°C)

Code 610.1007.28  610.1007.32  

Gabled lid in 18/8 stainless steel

Code - - - 610.1007.29

610.1007.33 -

Flat lid in 18/8 stainless steel with concentric rings (Ømax per hole 85 mm)
no. of holes 2 4 6 20
Code 610.1007.35 610.1007.34 610.1007.36 610.1007.37

18/8 Stainless steel test tube rack with 3 shelves
2 per tank 1 per tank 2 per tank 4 per tank

12 holes Ø21  48 holes Ø21  48 holes Ø21  48 holes Ø21
125x100x150  250x170x150  250x170x150  250x170x150

Code 212.1250.02 212.1250.05 212.1250.05 212.1250.05
20 holes Ø17  60 holes Ø17  60 holes Ø17  60 holes Ø17
125x100x150  250x170x150  250x170x150  250x170x150

Code 212.1250.03 212.1250.06 212.1250.06 212.1250.06

ACCESSORIES
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WB-MF
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Ideal for the control of samples, incubation, Cell 
Cultivation, Food and Beverage Testing

The temperature is set  and checked by a digital 
thermostat with PID controller and PT100 probe

Metal structure with anticorrosive coating.
The tanks are made of 18/8 stainless steel sheets 
pressed in a single piece

Digital speed control

Manual reset safety thermostat

Technical data WB-MF

Capacity lt  20
Oscillation amplitude  mm  15
Oscillation frequency  Rpm  0-200
Heating power  W  2100
Precision  °C  ±0.5
Temperature °C  +5 room to +100
External dimensions LxWxH  mm  670x400x290
Internal dimensions LxWxH  mm  440x240x200
Weight kg  16

Code 610.1007.74

V/HZ 220/240-50/60 SAFETY CLASS 1 PROTECTION CLASS IP 42

ACCESSORIES 

Capacity Code

ml 25  603.0131.03
ml 50/100  603.0131.10
ml 250  603.0131.25
ml 500/1000  603.0131.50
ml 2000  603.0131.70

Fixing clips for fl asks
and beakers

Capacity LxP 365x235 mm

ml max holder pieces for plates
25 and 50 24-20
100 15
250 12
500 6
1000 4
2000 2

Code 610.1007.83

Supporting plate without clips
for fl asks and beakers

General purpose container
WxD 325x235x60 mm
Code 610.1007.81

Polycarbonate gable
lid with hinge

Code 610.1007.76

WATER BATHS
Thermostatic baths with Dubnoff type shaking action
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WB-U

WB-S
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V/HZ 220/240-50/60 SAFETY CLASS 0 PROTECTION CLASS IP 43

hermostatic baths FALC for extractors,
with single tank for models WB-U and separated 
tanks, individually isolated, for the models
WB-S. Maximum tank opening 105 mm

All baths are equipped with a bimetallic ther-
mostat graduated with scale in °C and relative 
probe per each tank

The baths are supplied with sensor
and the model WB-U features a thermometer 
and a drain valve

ATER BATHS 
Multiple water baths
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V/HZ 220/240-50/60 SAFETY CLASS 0 PROTECTION CLASS IP 43

Technical data  WB-S2  WB-S4  WB-S6  WB-U2  WB-U4  WB-U6
Capacity  lt  1,8  1,8  1,8  4  8  12
Heating power   W  800  1600  2400  700  1400  2100
Precision °C  ±1.5  ±1.5  ±1.5  ±1.5  ±1.5  ±1.5
Temperature °°C from +30 to +120 from +30 to +120 from +30 to +120 from +30 to +120 from +30 to +120  from +30 to +120
Tanks   2  4  6  2  4  6
External dimensionsLxWxH mm  385x280x190  750x280x190  1100x280x190  455x300x200  775x300x200  1110x300x200
Internal dimensionsLxWxH mm  140x125  140x125  140x125  335x135x100  650x135x100  980x135x100
Weight  kg  6  10  16,4  7  11,2  15
Code  610.1022.02  610.1022.04  610.1022.06  610.1012.02  610.1012.04  610.1012.06

Clip with clamp  
Code 180.4304.39

18/8 Stainless steel rod 10x500 mm  
Code 263.7120.05

Thermometer for model WB-U
Code 610.1007.68

ACCESSORIES
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